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he uses the cargo tank and for at least
one year thereafter.

(Approved by the Office of Management and
Budget under control number 2137–0017)

[Amdt. 178–77, 48 FR 27707 and 27713, June 16,
1983, as amended by Amdt. 178–89, 55 FR
37058, Sept. 7, 1990; Amdt. 178–99, 58 FR 51534,
Oct. 1, 1993; 62 FR 51561, Oct. 1, 1997]

§§ 178.340–178.343 [Reserved]

§ 178.345 General design and construc-
tion requirements applicable to
Specification DOT 406 (§ 178.346),
DOT 407 (§ 178.347), and DOT 412
(§ 178.348) cargo tank motor vehi-
cles.

§ 178.345–1 General requirements.
(a) Specification DOT 406, DOT 407

and DOT 412 cargo tank motor vehicles
must conform to the requirements of
this section in addition to the require-
ments of the applicable specification
contained in §§ 178.346, 178.347 or 178.348.

(b) All specification requirements are
minimum requirements.

(c) Definitions. The following terms
apply to §§ 178.345, 178.346, 178.347 and
178.348.

Appurtenance means any cargo tank
accessory attachment that has no lad-
ing retention or containment function
and provides no structural support to
the cargo tank.

Baffle means a non-liquid-tight trans-
verse partition device that deflects,
checks or regulates fluid motion in a
tank.

Bulkhead means a liquid-tight trans-
verse closure at the ends of or between
cargo tanks.

Charging line means a hose, tube,
pipe, or similar device used to pres-
surize a tank with material other than
the lading.

Companion flange means one of two
mating flanges where the flange faces
are in contact or separated only by a
thin leak sealing gasket and are se-
cured to one another by bolts or
clamps.

Connecting structure means the struc-
ture joining two cargo tanks.

Constructed and certified in conform-
ance with the ASME Code means the
cargo tank is constructed and stamped
in accordance with the ASME Code,
and is inspected and certified by an Au-
thorized Inspector.

Constructed in accordance with the
ASME Code means the cargo tank is
constructed in accordance with the
ASME Code with the authorized excep-
tions (see §§ 178.346, 178.347, and 178.348)
and is inspected and certified by a Reg-
istered Inspector.

External self-closing stop-valve means
a self-closing stop-valve designed so
that the self-stored energy source is lo-
cated outside the cargo tank and the
welded flange.

Extreme dynamic loading means the
maximum single-acting loading a cargo
tank motor vehicle may experience
during its expected life, excluding acci-
dent loadings.

Flange means the structural ring for
guiding or attachment of a pipe or fit-
ting with another flange (companion
flange), pipe, fitting or other attach-
ment.

Inspection pressure means the pres-
sure used to determine leak tightness
of the cargo tank when testing with
pneumatic pressure.

Internal self-closing stop-valve means a
self-closing stop-valve designed so that
the self-stored energy source is located
inside the cargo tank or cargo tank
sump, or within the welded flange, and
the valve seat is located within the
cargo tank or within one inch of the
external face of the welded flange or
sump of the cargo tank.

Lading means the hazardous material
contained in a cargo tank.

Loading/unloading connection means
the fitting in the loading/unloading
line farthest from the loading/unload-
ing outlet to which the loading/unload-
ing hose or device is attached.

Loading/unloading outlet means the
cargo tank outlet used for normal load-
ing/unloading operations.

Loading/unloading stop-valve means
the stop valve farthest from the cargo
tank loading/unloading outlet to which
the loading/unloading connection is at-
tached.

MAWP. See § 178.345–1(k).
Multi-specification cargo tank motor ve-

hicle means a cargo tank motor vehicle
equipped with two or more cargo tanks
fabricated to more than one cargo tank
specification.

Normal operating loading means the
loading a cargo tank motor vehicle
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